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MOBOTIX News 04/12

T24 Hemispheric IP Video Door Station
The Only IP Video Door Station Featuring Allround View Without Blind Spots And With 
Worldwide Connection
MOBOTIX has started 2012 with deliveries of the complete T24 IP Video Door Station. In addition to 
the video door intercom, MOBOTIX also released the RFID access module (T24-KeypadRFID), the 
Security Door Opener (T24i-DoorMaster) and the two-wire network module (T24-Info2wire+). 

MOBOTIX hemispheric camera technology enables the user to view the entire area in front 
of the building in the video. This means that the image section can always be focused on 
any area of interest, regardless of the distance between the door station and the door itself. 
The whole door station consumes very little power (around five watt-hours), which is provided 
directly via the network cable. The automatic installation enables the user to set up the system 
quickly and easily without extensive network knowledge.

Worldwide Access 
The new IP telephony standard enables the user to establish a direct connection from the 
door station to any VoIP phone or any computer or smartphone running VoIP software. Central 
control units or computers are not required for operation. 

With the appropriate network infrastructure, the user can 
• Establish a video connection from anywhere around the world 
• Remotely open doors 
• View video messages and review recordings

MOBOTIX App For The iPhone/iPad
In addition to using an IP video phone or a computer with the MxEasy user interface software, T24 
customers will soon also be able to use their iPhone or iPad as a mobile remote station. The new 
MOBOTIX App will be presented to the public for the first time at this year's Light+Building trade show. 
A connection to the T24 can be established over the IP network from anywhere around the world using 
WLAN (Wi-Fi) or UMTS. 

The app provides fully automatic and mobile notifications when someone rings the doorbell, and offers 
options for two-way video communication with the visitor and for remotely opening the door. It is also 
possible to retrieve voice mailbox messages, live images and recordings from all connected MOBOTIX 
door stations and cameras.

Light+Building
Hall 9.0, Stand D40
15–20 April 2012, 
 Frankfurt am Main,  
Germany
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New IP Cameras

S14 FlexMount
The Most Discreet Of All MOBOTIX Cameras – Available From Mid-2012
MOBOTIX are proud to present the latest product development, S14 FlexMount, a camera characterized above all 
by its miniature lens units and very broad range of application scenarios.  

Separate Housing And Lens Installation – Weatherproof According To IP65
The S14 allows you to attach up to two lens units with integrated microphones using a two-meter long connector 
cable leading to the actual camera housing. The lens units may be fitted with two hemispheric lenses, e.g. day 
or night lens for each. The flat housing can be installed, including flash memory and all external connectors 
(Ethernet, MiniUSB, MxBus), discreetly and with optimal protection behind a wall or ceiling panel so that only the 
lens units in their ultra-compact protective housing are visible in the room.

World's First Double Hemispheric Camera
Another novelty in the S14 is the option to mount two hemispheric lens units simultaneously. This way two horizontally 
or vertically adjacent rooms may be monitored completely with one single S14.

D14 DualDome
HiRes Dual Lens Camera Now Offers Even More Advantages
In March 2012, MOBOTIX are also launching the second generation of the D14D DualDome camera with dual images 
at a resolution of up to 6.2 megapixels. The new D14D features a shock detector that detects forced manipulation 
of the camera or a change in direction of the lens. If, for example, an object is thrown at the D14D, it is possible to 
simultaneously record video of the offender and inform a security company.

New: D14D-DNight-Fix
Like all MOBOTIX day/night cameras, the D14D-DNight-Fix does not need a mechani-
cal IR blocking filter and guarantees significantly higher contrast images with its 
additional highly sensitive black and white image sensor as a standard camera 
feature. The camera is factory-fitted with parallel-mounted day and night lenses.

6MEGA Panorama Images
The D14D-180° delivers ultra-high resolution 180° panorama images that can 
be greatly magnified both in live mode and in the recording. This enables users 
to reliably analyze any detail in the monitored area.
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New Accessories (2012 Product Outlook)

T24-Display Touch Screen
New Compact Remote Video Station For The Door Station
The T24-Display is a versatile expansion module for the hemispheric IP Video Door Station that 
fits inside the familiar T24 frame and housing. Fitted with a touch screen, the module functions 

as a permanently installed remote video station, including a player, voice mailbox and T24 basic settings. The 
MxDisplay can also read access or admin cards and trigger pre-configured switching and configuration functions, 
thanks to integrated RFID technology.

Functional Boxes For All MOBOTIX Cameras 
The weatherproof MOBOTIX functional boxes increase the utility of an entire video system, even in the simplest 
installation case. The MX-GPS-Box provides the external temperature and light intensity, the precise system time 
for one or more cameras and an alarm if its position changes. The MX-NPA-Box provides a PoE power supply for 
an outdoor camera. An MX-232-IO-Box with 12V power outputs switches relays without an external power supply. 
And the MX-Repeater-Box serves as a power amplifier for long cable connections and additional MxBus devices.

All functional boxes feature the compact housing of the currently available MX-Patch-Box, so that concealed 
installation in the outdoor wall mount is possible.

MX-NPS3 Network Power Switch
The weatherproof PoE switch can connect and supply power to up to three IP cameras or end devices using 
a single network cable. The device also provides MxBus, MiniUSB, Line In/Out, RS232 and NMEA interfaces, 
in addition to an integrated microphone and speaker. With its galvanically isolated ports, the MX-NPS3 meets 
the requirements of the Environment B Standard for a PoE switch approved for use in outdoor areas. 

The PoE switch is supplied with power either directly over the network cable (PoE/PoE+) or using an external power 
supply or battery (12–57 V DC). An additional 12V battery may be attached as an emergency power supply in the 
case of a power failure. The PoE switch includes a USB port for one of the three cameras, which can be used to fit 
a UMTS USB modem, WLAN (Wi-Fi) USB connector or flash drive for wireless connectivity.
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Recent Achievements
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Made In Germany – In A New Production Facility
Since August 2011, a total of over 10,000 high-resolution video systems are being manufactured each month 
in the new production facility located in Langmeil, Germany. This is almost 100 % more than at the beginning of 
2009. With 6,000 m2, the facility is as large as 23 tennis courts. Around 60 % (3,700 m2) is used for production. The 
remainder is allocated to a 1,500-m2 storage area, 600 m2 of office space and over 350 m2 of common rooms. 
"Made in Germany" technology from MOBOTIX offers plenty of room for continued growth.

The Highest Webcam In The World Is A MOBOTIX M12 On Mount Everest
MOBOTIX holds the altitude world record for live webcams at over 5,600 meters above sea level. In 2011, on Kala Patthar 
in the Himalayas, a renowned team of Italian scientists installed an M12 camera that transmits an image of the nearby 
8,848-meter high Mount Everest and the South Col Plateau every five minutes, at temperatures as low as minus 30°C 
(–22°F). In addition to the impressive images, the camera also makes a significant contribution to environmental research. 
The record-breaking webcam may be viewed at www.evk2cnr.org/WebCams/PyramidOne/everest-webcam.html.

Positive MOBOTIX Share Price Developments
Since going public in 2007, the MOBOTIX share (ISIN DE000521830 (MBQ)) has proven to be a highly lucrative 
investment. MOBOTIX AG is one of the few listings in recent years to yield a positive return to initial investors. This 
means that an initial investor would see an increase in value of 351.7 % by the end of the short fiscal year 
(30 September 2011). All relevant indices lost significant value over the same period of time. 

MOBOTIX Comes First In Germany’s 2011 SMB Ranking
The consulting firm Munich Strategy Group evaluated a total of 1,600 businesses across Germany for their "Top 100 
– Small and Medium-Sized Business Rankings 2011" list. MOBOTIX took first place in the rankings, thanks largely to 
their impressive growth and consistent expansion strategy. The ranking list was compiled in association with one of 
Germany’s biggest daily newspapers, "Die Welt".


